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DIMENSIONS (Nominal)

T5: 28W
T5HO: 54W
T8: 32W
T8HO: 44W*
T12: 40W

2L
3L
4L
5L
6L

120: 120 Volts
277: 277 Volts 
347: 347 Volts
UNV1: 120-277 Volts††

UNV2: 347-480 Volts***

TS: Top & Side Hubs**
AM: Adjustable Angle Mounting Brackets (PN: 6856)†

6856SS: AM Stainless Steel†
CB: Cable Mount (PN: 6875) Includes 5 ft. cables std.
6875SS: CB Stainless Steel. Includes 5 ft. cables std.
   (Consult Factory for availability)
WH: 8’ 3-Wire Whip
SR: Specular High Bay Reflector
W: Wire Guard
F: Fuse
A: Acrylic Lens
P: Polycarbonate Lens
VM: Vertical Mounting Bracket
7979: Chain mount kit
EM: Emergency battery backup ballast††

8HLO: High light output ballast for T8 32W lamp only

OPTIONSLAMP TYPE LAMP QTY VOLTAGE

LAMPS SOLD SEPARATELY
* 120 or 277 volt must be specified on T8HO
** 1/2” NPT standard
*** UNV2 T5HO Only
† For horizontal or ceiling mounted fixture only
†† EM available as UNV1 (120-277) only

HUBSERIES
240 

240 SERIES240 SERIES
VA P O R / D U S T  P R O O F  L I G H T I N G

53 1/8"

"A"

"A":
2 LAMP: 12 3/16"
3 & 4 LAMP: 16 3/16"
5 & 6 LAMP: 20 11/16"

INTEGRATED ACCESS
DOOR HINGE

1/2 NPT BOTH ENDS1/2 NPT HUBS

5 5/16”

51 1/2"

ROTARY 
DRAW 
LATCHES

BRACKETS FOR
OPTIONAL

MOUNTING KITS
HINGED REFLECTOR

HINGED 
DOOR 
FRAME

T-Ratings Model Rated 
Ambient 
Deg. C

Supply 
Wiring 
Temp

Class I, Div. 2
Operating 

Temperature Code

Class II, Div. 2
Operating

Temperature Code 

Class III
Operating

Temperature Code

240-T5 40 75 T3C (160°C) T4A (120°C) T4A (120°C)

240-T5HO 40 75 T3C (160°C) T4A (120°C) T4A (120°C)

240-T8HO 40 75 T4A (120°C) T4A (120°C) T4A (120°C)

240-T8 55 75 T5 (100°C) T4A (120°C) T4A (120°C)

240-T12 25 75 T5 (100°C) T4A (120°C) T4A (120°C)
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240 Series

Adjustable Surface Mounting Bracket Kit
Part Number: (6856 galvanized) 
and (6856SS stainless steel)
Bracket attachment point for optional mounting methods

Cable Hang Kit
Part Number: (6875 zinc coated)
and (6875SS stainless steel)
QTY 2 cables with toggle ends
and QTY 2 self locking gripples

52 1/4” between chains

Pendant Style Mounting 
NOTE: Conduit provided by others

Fixture suspended with 1/2” electrical conduit 
using top hubs on fixture at both ends.

45” between conduit

THERE ARE A NUMBER OF MOUNTING METHODS THAT ARE NOT SHOWN. 

MOUNTINGMOUNTING
F O R  L D P I ,  I N C .  F I X T U R E S

Chain Hang Kit
Part Number: (7979)


